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ABAK ENVIRONMENTS

INTERNATIONAL APPEAL, DIVERSE APPLICATION

 
A truly global design, the Abak desking system creates 
workable, welcoming environments in offices around the 
world. Designed to meet the particular needs of multinational  
organizations for flexible furnishings that can be standardized 
across continents and cultures, Abak’s simple set of versatile 
components supports a world of diverse working styles and 
aesthetic preferences.

With strong horizontal lines, a light profile, and translucent 
and reflective surfaces, Abak’s international style blends 
seamlessly with virtually any architectural interior. Elegant 
detailing and a palette of rich neutrals create a consistently 
clean and contemporary look throughout facilities and adapt 
easily to regional styles and tastes.

Abak’s twin-beam understructure and performance wall  
accept work surface and screen components at any point 
along linear or 90- or 120-degree configurations to furnish 
private offices, meeting areas, or open plan environments 
anywhere in the world.
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Privacy Screen

Cable Management

Frame/Beam-Attached Leg

120-Degree Beam Detail

Squared-Edge Surface

Profile-Edge Surface

Leg and Right-Angle Beam Attachments

Screen Attachment Bracket

Back-to-Back Support Leg Bracket

Access Zone Cladding

Height-Adjustable Leg

Twin-Beam Understructure
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Materials 
Abak opens up new aesthetic opportunities for desk-based environments.  
Components, colors, and materials blend to establish Abak’s horizontal theme. 
Translucent and reflective materials make a space feel larger and more open. And with 
its slender profile and light scale, Abak allows the architecture to take center stage.

Finish

Solid Laminate

Cappuccino
ZK

Chalk White
X1

Aged Cherry
ED

Chalk White
X1

Cool Grey Neutral
CL

Light Anigre
EY

Folkstone Grey
8Q

Folkstone Grey
8Q

Light Cherry
UQ

Graphite
G1

Sandstone
WL

Med Brown Walnut
EG

Metallic Silver
MS

Soft White
LU

Med Red Walnut
EK

Sandstone
WL

Warm Grey Neutral
WN

Natural Maple
UL

Shadow Grey
ZT

Red Cherry
UV

Soft White
LU

Walnut on Cherry
UX

Sparrow
9J

Samples are representative of the material to be supplied and may not indicate an exact match; some variation may occur.
Abak Environments cladding is available in a number of textiles.
Visit hermanmiller.com for the current list of textiles and finishes, detailed application information, material specifications, and information on ordering samples.

Veneer

	 Abak® Environments

©
 2

0
09

 H
er

m
an

 M
ill

er
, I

nc
. O

.A
K2

00
-8



Designer: Tom Wallace

General Dimensions

a height: 38, 46, 62 in.

b width: 30–96 in.

c depth: 24 or 30 in.

ABAK ENVIRONMENTS   hermanmiller.com/abak

·· A desking system that works anywhere in the office, anywhere in the world. 

·· International style: strong horizontals, versatile shapes, slender profile, smart 
color and finish options.

·· Concise set of interchangeable parts can be configured in multiple ways to 
furnish everything from open plan areas to conference and training rooms.

Design for the Environment: 

·· 61 percent recyclable and manufactured 

using 43 percent recycled content

·· GREENGUARD® certified

·· level™ 1 certified

Warranty: 12-year, 3-shift

nonmodular frame

cable manager

work surface choices

cable hook

cladding utility cladding access zone cabling tackable, marker, or fascia cladding screen

beam-attached cable holder and channel secondary support kit

primary beam right-angle extension 120-degree beam beam-attached double leg support leg / bracket

frame / beam attached leg surface-attached leg beam-attached screen standing screen
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